Quick Installation Guide

1. After preparing a smooth surface, measure
the area to be heated. Fit the Ecomax Insulated
Tile Backer Board to the floor securely
following the manufacturers instructions.
Create a groove in the board to accommodate
the conduit for the floor probe.

2. Check the cable resistance using an
Ohmmeter before beginning the layout.

3. Planning is extremely important at this
stage so it is advisable to lay the mat out
over the surface of the floor without
sticking it down to enable you to have a
clear idea of how the mat will be laid.

This sample installation is only a guide and should not be used
to install Ecofloor. Full instructions are supplied with the product
and must be used to ensure Guarantee validity.

Each Ecofloor mat is designed to be cut to fit around
corners and objects as demonstrated below. However,
please note that only the mat can be cut and not the
heating cable. The matting can also be cut easily & the
cable removed from the matting to enable you to heat
hard to reach areas.

4. Once you are satisfied with the proposed
layout stick the matting to the floor using
the integral self-adhesive fixing strips.

5. For hard to reach areas or areas where
the mat cannot be fully rolled out, detach
the cable from the mat and attach to
the floor uniformly with duct tape.

6. Insert the floor probe into the tubing
and ensure the probe is between two
cables. Test the cable resistance reading.
A fully qualified electrician must now
make the final connection to the mains
supply and install the thermostat.

7. Cover as soon as possible using a flexible tile
adhesive/self levelling compound, consult the adhesive
manufacturers instructions as to a suitable time period
before turning on the system.

© Ecofloor Underfloor Heating Mats are very simple to install by
following the comprehensive instruction booklet included with
each cable mat. The final electrical connection should be made
by a qualified electrician in accordance with the current wiring
regulations.

© All installations require an RCD (residual current device) for
safe operation.

© The thermostat has a max load of 15Amp / 3450W
at 230Vac.

© Rooms requiring more than two mats require connection
to the thermostat via a standard junction box.
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Authorised Distributor:

Ecofloor is part of the Flexel Underfloor Heating Systems product range by
Flexel International Ltd, Queensway Ind Est, Glenrothes, Fife,
KY7 5QF, Scotland. Also available: Ecoflex & EcofilmSet.
T 01592 757313 F 01592 760929
W www.flexel.co.uk E sales@flexel.co.uk

ECOFLOOR

underfloor heating mat

The complete underfloor heating solution
for all tile, stone, marble & porcelain floors.






